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SAFE DRIVE 

Rules for Safe Drive 

Check must be conducted,before starting the engine,to prevent mishaps and damage to components. 

Only the qualified person who has passed the drive examination with a drive license is permitted to drive the 

vehicle but not anybody else without a drive license. 

Full preoccupation is required during drive, paying attention to the following points to avoid any possible 

hurt to you by other motorized vehicles: 

Do not drive too close to other vehicles; 

Never contend for lane. 

Strictly observe the local traffic rules. 

As driving at overspeed is the cause of many accidents. Do not drive at a speed that the actual situation does 

not permit. 

Particular care should be exercised at the level crossing of roads, entrance and exit of parking lot or on the 

autonobile lane. 

During drive, grasp the left handlebar by the left hand and the throttle twist grip by the right hand,with feet 

on the footrests. 
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Rules for SSSSSSSaaaaaaaaffe DDDDDDDDrrrrrrrriiiiiiiivvveeeeeeee

Check mmuusst be conducted,before starting the engine,to prevent mmishaps andddd dddddddamage to components. 

OOnnllyy tthe quaallifieedd peersoonn wwhhoo hhaass ppaassssed tthhee ddrriive exammiinnaattion wiith aa ddrive lliicceennssee iiss ppeerrmmiitttedd ttoo ddrriivve 

ehiclee bbuutt not anybody ellssee wwiitthhoouutt aa ddrriivee lliicceennssee.. 

Full ppreoccupation is required during drive, paying attentioon to the following points to avoid any possi

urt to you by other motorized vehicles: 

Do not drive too close to other vehicles; 

Never contennnnnnnddddddd ffffffffooooooorrrrrrrr lllllllane. 

Strictly ooooooobbbbbbbssssssseerve the local traffic rullleeeeeeeessssssss. 

As drivvvvvvvvinnnnnnnngggggggg at oveeeeeeeerrrrrssssspppppeeeeeeddddd iiiiiisss tttttttthhhhhhheeeeeeee ccccccccaaaaaaaauuuuuuuusssssssseeeeee of mmmmmmmmaaaaaaaany accidents. Dooooooo nnnnnnnnoot drive aaaaaaattttt aa sssssppppppeeeeeeeeeeeeeeddddddd ttttttthhhhhhhhaaaaaaatttttttt tttttttthhhhhhhheeeeeeee aaaactuuuuuuaaaaaaaallllllll  situation d

ot permit. 

Particulllllllaaaaaaaar ccccccccaaaaaare should bbbbbbbbe eeeeeeeexxxxxxercised atttttt ttttttheeeeeeee level crossing offfffff rrrrrroaaaaaaaaddds, entrance aaaaaanddddddd exit of parrrrrrrrkkkkkkkkinnnnnnngggg lot or on 

utonobile lane. 

During ddrrive, grasp tttttttthhhhhheeeeeee llllleeeeffffttttt hhhhhhhaaaaaaanddlebar by the left hand and the throttttttttttttttllllllleeeeeee ttttttttwwwwwwwiiiissssstttt ggggggrrrrrriiiiippppppp bbbbbbbbyyyyyyyy tttttthhhhe right hand,with 

n the ffoooottrreests. 
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Protective wear 

1.Protective wear such as helmet with protective mask, dustproof glasses and gloves should be worn during 

drive for the sake of personal safety. 

2.Loose clothes are not suitable for motorcycle drive or ride as they may get caught on the operating 

lever ,kick ,footrest or wheel, resulting in danger. 

Modification of the vehicle

Caution:

Any unauthorized modification of the vehicle or replacement of the original parts can not ensure driving 

safety and is illicit. The user must observe the regulations of the traffic conrtol authorities, We are not responsible 

for any vehic le with unauthorized modification. 
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Proteeeeeeeecttttttttiiiiiiiivvve wear 

1.Protective wwwwwwwweeeeeeearrrr  suuuuuuuuch aaaaassss hhhhhhhhelllllllmetttt  wwwwwwwiiiiiiith protective mask, dustproofffffff gggggggglllllllasseeeeeeees andddddd gggllllllloooooooovvvvves shhhhhhoooooooouuuuuuullllllld be worn dur

ivee ffor tthhee ssaakkee of ppeerrsonaall saffeettyy.. 

2.LLoooose clothes are nnoott ssuuiittaabbllee ffoor mmottoorccyycclle drivee oorr ride as they mmaayy ggeett  caauugghhtt oonn tthhe ooppeerat

ver ,kickk ,footrest or wheel, resulting in danger. 

Modification of the vehicle

Caution:

Any unauuuuuuuutttttttthhhhhhhhorized modification of tttttttthhhhhhhheeeeeeee vvvvvvvehicle or replacemennnnnnnttttttt oooooooofffffff the original parts cannnnnnnn nnnnnnnnoooooooot ensure driv

fety and iiiiisssssss iiiiiiiillllllllllllllliiiiiiiccccccciiiiiitttttt...... TTTTThhhhhhheee user mustttt oooooobbbbbbbbssssssseeeeeeerve theeeeeee  rrrrreeeeeegulations of theeeeeeee ttrrrrrrrraaaaaaaafffffffffffic connnnnnnnrrrrrrtttttooll aaaaauuuuuttttttthhhhhhhhoriiiiittttttttiiiiiiieeeeeeeessssssss,,,,,,, WWWWWWWWe areeeeee nnnnnnnnot responsi

r any vehiiiiiiiiccccccc llllleeeeeee with unauthooorrrrrrrriiiiiiizeeeeedddddddd modificatttttttiiiiiiiionnnnnnnn. 
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MAIN DATA 

Item 50 type  Item 50type  

Overall length 2120mm Cylinder bore x stroke 39 41.4

Overall width 830mm Compression ratio 8.8:1

Overall height 1190mm Output,max 2.0kw/7000r/min 

Wheelbase 1380 mm Torque,max 2.2N.m/6250r/min 

Dead weight 105kg Idling speed 1500r/min 100r/min 

Payload 150kg Displacement of cylinder 49 ml 

Front wheel 2.75-21 Spark plug A7TC

Rear wheel 4.10-18 Spark plug gap 0.6~0.8mm 

Speed,max 45km/h Inlake valve:0.05mm 

Braking distance 7m(30km/h) 
Gap of air valve 

Exhaust valve:0.08mm 

Climbability 18  Ground clearance 250mm 

Capacity of gasoline 

k
5.5L Ignition means CDI

Transmission ratio  

1 st gear 3.273 2nd gear 1.937 3rd gear 1.611 

4th gear 1.350 5th gear    

Final reduction 4.143     
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em 5 5 5 5 5 5 5 50 0 0 0 0 0 0 0 tytytytytytytytype  Item 5 5 5 5 5 5 5 50typypypypypypype e  

Overall length 2 2 2 2 2 2 2 212121212121212120m0m0m0m0mm Cylinder bore x strokeke 393939393939 41.4

Overall widtdth h 83830m0mm m CoCompressioion raratitio o 8.8:8:11

Overall heheigightht 1 119190m0mm m OuOutptput,max 2.0k0kw/w/70700000r/r/mimin n 

Wheeeelblbase 138080 m mm ToTorque,maxax 2.2.2N2N.m.m/6/625250r0r/m/minin 

Dead weight 105kg Idling speed 1500r/min 100r/min 

yload 150kg Displacement of cylinder 49 ml 

ont wheel 2.75-21 Spark plug A7TC

ar wheel 4 4 4 4 4 4 4 4.10-1818181818181818 S S S S S S S Spark plug gap 0.0.0.0.0.0.0.0.6~6~6~6~6~6~6~6~0.8mm 

eed,max 45km/h Inlake valalalalalalalalveveveveveveveve:0:0:0:0:0:0:0:0.05mm 

aking distancececececececece  7m7m7m7m7m7m7m7m(3(3(3(3(3(3(3(30k0k0k0k0k0k0k0km/m/m/m/m/m/m/m/h)h)h)h)h)h)h)h) 
Gap of air valve 

ExExExExExExExExhahahahahahahahausususususususust t t t t t t vavavavavavavavalvlvlvlvlvlvlve:0.0.0.0.0.0.0.08080808080808mm 

imbability 1818181818  G G G G G G G Ground clearancncnce 250mm 

Capacity of gagagagagagagagasososososososoliline 

k
5.5.5.5.5.5.5.5.5L I I I I I I I Ignition means CDI

ansmission ratioioioioioioio                

1 st gear 3.3.3.3.3.3.3.273 2n2n2n2n2n2n2n2nd gear 1.937 3 3 3 3 3 3 3 3rdrdrdrdrdrd gear 1.611 

h gear 1 1.350 5th gear      

nal reduductctioion 4.4.143 3         
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III.PARTS & SUBASSEMBLIES 

4
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66
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IV.OPERATION 

Fuel Cock
1.Fuel filling 

The capacity of the fuel tank is 4.5L.Leadless gasoline 

of No.90or above or low-lead gasoline is required for the 

motorcycle.To fuel the vehicle,support it by the main stand, 

open the lock cover of the fuel tank and fill fuel through the 

opening.

Operation of the fuel cock 

ON:With the handle of the fuel cock to 

“ON”position,the fuel circuit is through for fuel supply. 

OFF:With the handle of the fuel cock fo “OFF” 

position,the fuel circuit is cut off without supply. 

RES: With the handle of the fuel cock to “RES” position, the 

fuel is supplide from the reserve.(Note:The reserved fuel can 

only be used when the normal supply is run 

out,) In this case,refueling should be carried 

out as soon as possible; for there is only 

somel.0L of fuel reserve for use. 
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1.FFueell  ffiillliinngg 

Thee ccaappacity of the fuuell ttaannkk is 44.55LL..LLeeaadlless ggasoline 

Noo..90orr aabbovvee or lloow-leeaadd gaassoolliinee iis reeqquuiredd ffor thee 

torcycle.TTo fuel the vehicle,support it by the main stand, 

n the lock cover of the fuel tank and fill fuel through the 

ning.

Operation of theeeee  ffffffffuuuuuuuueeeeeeeelllllll ccccccoooooooccccckkk 

ON:With ttttttthhhhhhhheeee handle of the ffffffffuuuuuuuuel cock to 

N”positionnnn,,ttttttthhhhhhhhe fuel circuit is thrrrooooooouuuuuuuugggggggghhhhhhhh ffffffffoooooooorrrrrrrr ffffffffuuuueeeeeeelllll sssssupply. 

OFF:Wiiiiiiiitttthhhhhhh ttthhhhhhheeee hhhaaaaaannnnnnndle of thhhhheeee fffffffuel cockkkkkkkk fo “OFF” 

ition,the ffffffffuuuuuuuueeellllllll ccccciiiiirrrrrccccccuuuuiiiitttttt iiiiisssss cccccutttttt offffffffffffff wwiiiiiitttttttthhhhhhhout supplllllllyyyyyyyy. 

S: WWiith tthhee hhanddle ooff  tthhe fuueel coocckk ttoo “RREES” pposittiion, thhe 

l is suuppppllide from thhe resseervvee.((NNote::TThhee rreesservveed ffuuel can 

only be useddddddd whhhhhhhheeeeeeeen the normmmmmmmmall  sssupply is 

ouuuuuutttttttt,,,,)))))  In thhhhhiiiiiiis caaaaaaaase,refuellllllliiiiiiinnnnnnnng ssssshhhhhhhhould be carr

ouutttttttt aaaaaaaas sooooooooon as possiiibbbbbbblllllllleeeeeeee; for there is o

somel.0L of fuel reserve for use. 
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Engine Starting 

Warning:Never start the engine in a closed 
place or warehouse or warehouse as the 
exhausted gas from the vehicle contains toxic 
carbon monoxide. 

1.Set the key of the ignition switch to 
“ON”position.

2.Ascertain the neutral position,where it 
should be displayed. 

3.Ascertain the amount of fuel in the tank, 
4.Set the fuel cock handle to “ON”position. 
To start a cold engine; 
1.Pull up the choke bar of the carburetor(to 
close the choke). 
2.Rotate the throttle twist grip by 1/8to 
1/4turn.
3.Start the engine by the electric or the kick 
starting system. 
4.Slightly turn the throttle twist grip to 
increase the speed of the engine so as to 
warm up the engine. 

5.Turn the carburetor choke bar downward 
to fully open the choke when the engine is 
sufficiently warmed up. 

Caution:

The engine can only be started after the 

neutral position is ascertained.Otherwise 

accident will happen. 

Unnecessary idle running(especially at a 

high speed) is harmful to the engine. 

Procedures for stopping the engine: 

1.Release the throttle twist grip to 

slow down the engine. 

2.Turn to the neutral position. 

3.Set the ignition switch key to 
“OFF”position.

4.Set the fuel cockhandle to “OFF” 

position.
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Warning:Never sssssssttttttttaaaaaaaarrrrrrrt the enggggineeeeeee iiiiiiinnnnnn a closed 
ce or warreehhouse or warehouse as the 
austedd ggaas ffroomm thhee vehhiiccllee ccoonnttaainnss ttooxicc 
bon mmoonnoxide. 

1..Sett tthhee kkeey off the iiggniittiioonn sswwiitchh ttoo 
N”positioon.

2.Ascertain the neutral position,where it 
uld be displayed. 

3.Ascertain the amount of fuel in the tank, 
4.Set the fuel cccccccoooooocccccccckkkkkkkk hhhhhhhhaanddddddllle to ““““““OOOOOOONNNNNNNN”””””””ppppppppooooooosssssssiition. 
To start a ccoooooooolllllllldddddddd engine; 
1.Pull uppppppp tttttthhhhhhhhe choke bar of the ccccccccaaaaaaaarrrrrrrbbbbbbbbuuuuuuuurrrrrrreeeeeeeettttttttooooooorrrr(((((((ttttttttooooooo 
close theeeeeeee cccccccchhhhhhhhoooooookkkkkkkeeeeee))))))).... 
2.Rotateeeeeee tttttttthhhhhhhhe throttle tttttttwwwwwwwwiiiiiiissssssstttttttt    ggrrriiiiiiipppppppp by 1/8ttttttto 
1/4turn.
3.Start thee eeeeeeenggggggggiiiiiinnnnnnnne by thhhhhhheeeeeee ellllleeeeeeeectric or ttttttthhhhhhhheeeeeee kkkkiiiiiiicccccccck 
starting systemmmmmmmm......  
4.Slightly turn thhhhhhhheee tttttttthhhhhhhhrrrrrrooooooottttttttttlllleeeeee ttttttttwwwwwwwiiiiiiiisttt grip to 
inccrreasee tthhe ssppeeedd oof thee enggiinne so as to 
warrmm uupp the ennginnee. 

5555555.TTTTTuuuuurrrrrrrrnnnnnnnn thhhhheeeeeeee caaaaaarrrrbureeeettttttoooooooorrrrrrrr chhoooookkkkkkkkeee bar downw
to fffffffuuuuuuullllllllllllllllyyyyyyy oooooooopppppen the chhhhhhhooooooookkkkkkkkeeeee when the engin
sufficiently warmed up. 

Cautiioon:

The enginee ccann oonnllyy bbee ssttaarrtteedd aafftter 

neutral position is ascertained.Otherw

accident will happen. 

Unnecessary idle running(especially a

hhhhhhiiiiiiigggggggghhhhhhhh sssssppppppppeeeedddddd)) iiiis hhhhhhaaaarrrrrrrmmmmmmmmffffffffuuuuuuuulllllll ttttttto the engine. 

Procedures for stoppinnnnnnnngggggggg   tttttttthhhhhhhheeeeeeee    engine: 

111111.RReeeeelllllleeeeeaaaaaaasssssssee tttttttthhhhhhhheeeeeeee tttttttthhhhhhhhrrrottleeeeeeee tttwist grip

slow dooowwwwwwwwnnnnnn tttttttthhhhhhhheeeeeeee ennnnnnnggggggggiiiiiiiine. 

2.Tuurrrrrrrnnnnnnnn tooooooo tttthe neutraaalllllll ppoooooooosssssssition. 

3.Seeeeeeeettttt ttttttthhhhhhhhe iggggggggnnnnnnnniiiiiiitttttttiiiiiiion switch key 
““““““““OOOOOOOOFFFFFFFFFFFFF””””””””ppppppppositiiiiiion.

4.Set the fuel cockhandle to “OF

posiittiionn..
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Switches on Right Handle bar 

Electric start button

The electric start button is located below the right handlebar.When the  

ignition switch is set in “ON” position and the engine is in the neutral 

position, push the button to start the engine 

Light switch

The front light switch has three positions, 

And “ ”(a white point). 

  When the switch is in this position,the front head 

 light button ,tail and meter lights are all lit up. 

When the switch is in this position,the tail, betraying and meter 

Iights are lit up. 

“ ”When it is in this position. The front illuminator, tail, betraying and 

meter lights are all off.
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Electric starrrrrtttttttt bbbbbbbutttttttttttoooooooonnnnnnn

The electricc sstart button iiiiiis llllllocated below the right handlebar.Whheenn the  

ition sswwiittch is sset iinn “OONN”” ppoossittiioonn aanndd thhee eennggiine is iinn tthhee neutrral 

ition, ppuusshh the button to ssttaarrt tthhee eennggiinnee 

Light sswwitch

The front light switch has three positions, g

And “ ”(a white point). 

When thhhheeeeeee sssssssswwwwwwwwiiiiiittttttccccccchhhhh iiisssssss iiiiiiinnnnnnn ttttttthhhhhhhhiiiiiiisssss pppposition,the front head   W

hhhhhhttttttt bbbbbbbbuuuuuuuttttttttton ,tail and meter llllliiiiiiigggggggghhhhhhhhtttttttssssssss are all lit up.  ligh

eeeeeennnnnn ttttthhhhhhheeeeee ssssswwwwwwwitch is in tttthhhhhhhhiiiiiiiissssssss ppppppppooosition,,,,thhhhhhhhe tail, betraying aaannnnnnnndddddddd meterrrrrrr WWWWWWWWhhhhhhhheeeeeee

Iights arrrrrrrreeee lllllllliiitttttttt uuuuuupppppp....  

“ ”Whennnnnnnn itttt iiiiiiis in this poooooooossssssssitioooooooonnnnnn. The fronnnnnnnttttttt illllllllllllllluminator, tail, betrrrrrrraaaaaaaayiiiiiiiinnnnnnnng and 

meter lights aaaaaarrrrrrreeeee allllllllllllll ooooooooffffffffffff..
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Switches on Left Handle bar 

1. Headlights dimmer button 

Position,Headligh is in high beam.  

Position, Headligt is in low beam. 

2. turning  light switch 

position,Left

   position,Right

3.Horn button 

  press this button for horn 
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Switcccccccchhhhhhhheeeeeeees on LLLLLLLeeeeeeeeffffffffttttttt HHHHHHHHaaaaaaaannnnnnnndle baaaaaaaarrrrrrr 

. Headlights dimmmmmmmmmeeeeeeeerrrrrrrr bbbbbbbbuuuuuutton 

Possittiioon,Headligh iss in higgh beam..  

PPoosition, Heaaddliggt iiss iinn llooww bbeeaamm.. 

. turningg  light switch 

position,Left

  position,Right

.Horn button 

 press this bbbbbbbbuuuuuuuutttttttton for horn 
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Gear Shifting
 A non-cycling mode of gear shifting is employed of this motorcycle 

The throttle must be clossed befor the gear shifting every time, 
Shifing the gear before closing the condition of backing it for four 
times.
The speed shifting pedal must be operated suitably. 
Stepping on the gear shifting pedal is forbided when driving to 
prevent damaging the clutch when changing the gear abruptly. 

NOTE (N) Neutral gear    (1) 1
th
 gear 

(2) 2
 nd

gear        (3) 3
rd

 gear 
(4) 4

th
 gear        (5) 5

th
 gear 

Points for Attention during Drive
1.Avoid unnecessary idling of the engine and it is not allowed. In particular.to have it idling at a high speed. 

Other wise it will damage components seriously. 
2.Shift to the low speed gear when feeliing that the power is not strong 

enoush on climbing. 
3.It is forbidden to use the front brake only or to coast by the neutral gear 

especially when descending or driving at high speed. 

4.On braking. Narrow the throttle. and then apply the brake 
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Gear Shhhhhhhhiiiiiiiffffffffttttttttingggg
 A nonnnnnnn------cyyyyyyyyccccccccling mode offffffff geeeaaaaaaaarr shifting issssssss emmmmmmmmployed of this mottttttoooooooorcccccccyyyyyyyycle 

The thhhhhhhhrrrrrrrottttttttttlllllleeeeeeee must bbbbbbbe ccccccccllllllllossed beeeeeeeefffffffooooor tttttttthhhhhhhhe gear shifting everryyyyyyyy ttiiiiiiiimmmmmmmme, 
Shifing thhhhhhhheeeeeeee ggggggggeaaaarrrrrrrr  bbbbbeeeeeeeeforrreeeeeee ccccccclllllllloooooooosssssssiiiiiiinnnnnnng thhhhheeeeeee ccondition of backing it forr ffffffffoooooooour 
times.
The ssppeeeedd  shiftinng peddal muusstt be oppeerated suuitably. 
SStteepppping oonn thhee ggearr sshhiiffttiinngg ppeeddaall is fforrbbiidded whenn ddrriiving to 
pprreevvent damaging tthhee ccluuttcch wwhheenn cchhaannggiing thhee gear aabbrruupptly. 

TEE (NN)) NNeeutrraall gearr    ((11)) 1
thth
 ggeeaarr 

(2) 22
 nd

gear        (3) 3
rd

 gear 
rd

(4) 4
th
 gear        (5) 5

th
 gear 

Points for Attention during Drive
1.Avoid unnecesssssssssssssssaaaaaaaarrrrrrrryyyyyyyy iiiiiiiidddddddllllliiiinnnnngggggg oooooooffffffff tttttttthhhhhhhheeeeeeee eeeeeeeennnngine and it is not allowed. In parrrrrrrtttttttiiiiiiiicccccccuuuuuuuulllllaaaaaaaarrrrrr.ttttooooo hhhhhhhaaaaaaaavvvvvvvveeeeee iiiiiittttt idling at a high spe

Other wwwwwwwwiiiiiiisssssssseee it will damage componnneeeeeeeennnnnnnnttttttttsssssss seriously. 
22222222......SSSSSSSShhhhhhhiiiiiiiifffffffftttttttt to the low speed ggggggggeeeeeeeeaaaaaaarrrrrr when feeliing that theeeeeeee ppppppppoooooooowwwwwwwwer is not stro

eeeeeeeennnnnnnnoooooooouuuuuuuusssssssshhhhhhhh on ccccccccliiiiiiiimmmmmmmbing. 
3.It is fffffforrrrrrbidden to use thhhhhhheeeee ffffffffroooonnnnnnttttttt bbbrrrraaaaaaake only or ttttoooooooo ccccccoast by ttthhhhhhhhe neutral g

eeeeeeeespecially wwwwwwwwhhhhhhhhen descending orrrrrr ddddddddrrrrrrriiiiiiiivvvvvvviiiinnnggg aaaatttt hhhhhhhiiiiiigggggggghhhhhhhh ssssssppppppppeeeeeeeeeeeeeeeedddddd.  

4.On bbbbbbbbrrrakkkkkkkkiiiiiiing. Narrow the thhhhhhhrrrrrrrrotttttttttttttttllllllllee. and then aaaaaaaapppppppplllllllyyy the brakeeeeeee 
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V.Checking,Adjustm-
ent and Maintenance

Machine Oil Checking
The vehicle should be checked for 

machine oil before drive by sup-porting 

it with the  

Main stand on a flat ground.The oil 

livel should be between the upper and 

lower

Lines of the oil gauge. Which is not 

screwed into the filling orifice. 

High quality 4-stroke machine 

oil. Class SE or SD in API 

classifi-cation.of SAE15W-40 in 

viscosity will help maintain a long 

service life or the engine.In case those 

are not available,a substitute suitable for 

the ambient temperature of application 

should be selected according to the table 

on the right side.

Renewal of Machine Oil
Machine oil plays a very important 

role in the normal operation of the 
engine and for this reason,it is necessary 
to check the motorcycle for machine oil 
periodically and renew the oil once 
every800-1,000km of driving by the 
following procedures. 

Remove the screw plug from the 
bottom of the hot engine to drain off all 
old oil. 

Wash the oil filter screen clean and 
remount it really to position.Then fill in 

0.8L fresh machine oil and start the 
engine for idle running2-3 minutes. 

Let the engine stop for 1-2 
minutes and check to see whether 
the oil level is in between the upper 
and lower lines of the oil gauge. 

Do not use any machine oil of 
a different grade than the specified 
one to avoid machinery failure. 
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achine OOOOOOOOiiiiilllllll CCCCCCCChhhhhhhhecccccccckiiiiiiiingggggggg
The vehicle shhhhhhhhoooooouuuuuuuulllllllldddddddd bbbbbbbbe checkeedddddddd ffffffffoooooorr 

chiinne oil bbeeffoorree drive  by ssuup-poorrtting 

with thhee   

Maaiinn ssttand on a flat grroouunndd..TThhee ooiill 

el shouldd bbe bbetween the upper and 

wer

Lines of the oil gauge. Which is not 

ewed into the filling orifice. 

High qualitttttttyyyyyyy 44444444----ssssssstttttttrokkkkkke machhhhhhhhiiiiiiinnnnnnnneeeeeeee 

Class SSSSSSEEEEEEEE   or SD in API 

ssifi-cationnnnnnn.ooooooooffffffff SAE15W-444400000000   iiiiiiiinnnnnnnn  

cosity wiiiiiiiillllll hhhhhhhhellllllppp mmmmmaintain a llllloooooooonnnnnng 

vice life oooooooor tttttttthhhhhhhheeeeee eeeennnnggggggiiiiinnnnnnneeeeee.IIIIIIn caaaaaaassssssse ttttttthhhhhhhhose 

not availabbbbbbbbllllllee,aaaaaaaa sssssubstitute ssssssssuitttaaaaaaaabbbbble for 

ambient temmpppppppeeeeeeeratttttuuuuuuuurrrrrrrreeeeeee oooooooffffffff appppppppppplicaaaaaaattttttttiiiiiiiioooooooonnnnnnn 

uld be selected accoooooooorrrrrrrrdddddddinnnnnnnnggggggg to thheeeeeee  tttttttaaaaaaabbbbbbbbllllllleeee 

the rrigght ssiiddee.

RRRRRRRReeeeeennnneeeeewwwwwwwaaaaaaallllll ooooooooffffffff MMMMMMMMachhhhhhhhiiiiiiiine Oil
Maccchhhhhhhiiiiiiiinnnnnnnneeeeeeee oooiiiiiiiilllllll plays a vvvvvveeeeerrrry import

rollllle in ttttttthhhhhhhhe nnnnnnnormal oppppppppeeeeeeerraaaaaaaation of 
engine aaaaaaanddd  ffffffor this reeeeaaaaaaasssssssonnnnnnn,iiiiiit is necess
ttttttoooooooo cccccccchhhhhheeeeeeeccck ttttttthhhhhhhhe mmmmmmmooooooootttttttoooooooorrrrrrrcyyyyyccccccclllllllleeeeeeee for machine
pppppppeeeeeeeerrrrrrriiiiiiiooooooooddddicallyyyyy aaaaannnnnnnndddddddd renew the oil o
every800-1,000km of drivingg by 
foolllloowinngg pprroocceedduurress. 

RReemmoovvee thee ssccrreeww pplluugg ffrroom 
boottttom ooff thhee hhoott eenngginee ttoo ddraaiinn off
old oil. 

Wash the oil filter screen clean 
remount it really to position.Then fil

0.8L fresh machine oil and start 
engine fffffffooooorrrrrrrr iiiiiiiddddddddlllllllleeeeeeee rrrrrrrunning2-3 minute

Let the ennnnnnnnggggggggiiiiiiiinnnnnnnne stop for 
minutes aaaaaannnnnnnndddddddd cccccccchhhhhhhheeeeeeeeccccccckkkkkkkk ttttttttoo see whet
thhhhhhe oil leeeeevvvvvvvveeeeeellllllll iiiiiiisssssss in bettttttttwwwwwwwween the up
aaaannnnnnnndddddddd llllllloooooooowwwwwwwwerrr  lllllllliiiiiiiines of thhhhheeeeeeee oooooooil gauge. 

DDDoooooooo not use annnnnnnnyyyy mmmmmmmmachine oi
a ddddddddifffffffffeeeeeerent graddddddddeeeeeee thhhhhhaaaaaan the specif
oooooooone tttttttooooo aaaaaaavvvvvvvooooooiiiiiiidddddddd maaaaaccccccchhhhhhhhinery failure. 
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Cleaning of machine oil 
tank

Check-up of Spark Plug. 

1.Drain off all the run –in machine oil from 

the oil tank. 

2.Dismount the related parts. 

3.Wash clean all the related parts. 

4.Fill in the required oil. 

This job should not be done by untrained 

persons but shall be done at an authorized service 

center. 

1.Remove the cap of spark plug and screw off 

the spark plug by the plug wrench. 

2.Clean the spark plug all aroud or replace it 

if it is corroded or there is too much deposit on it. 

3.Regulate the gap of the spark plug to 

0.6-0.7mm.

4.The spark plug of the designated type should 

be used. The applicable type of spark plug: NHSP 

LD D8TC made in China. 
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Cleaniiiiiinnnnnnnngggggggg oooof mmmmmmmmaaaacccchhhhhhiiiiiinnnnnneeeeee ooooooooiiiiiiiillllllll 
nk

CCCCCCCChhhhhhhheckkkkkkk-upppppppp ooooooooffffffff SSSSSSSpaaaaaaaarrrrrrrrkkkkk Plug

1.Drain offffffffffffff aaaaaall tttttttthhhhhhhheeeeeeee  runnnnnnnn –iiiinnnnnnnn machhhhhhhiiiiiiiinnnnnnnneee oiiiiiiiillllllll from 

oil tank. 

22.DDissmmoouunntt tthhee reellaatted paarrtts.. 

3.WWaassh clean all the reellaatteedd ppaarts.. 

44.Fill iin tthe rreequirreedd oil. 

This job should not be done by untrained 

sons but shall be done at an authorized service 

ter. 

1111111...RRReeeeeemmmmmmmmoooooooove tttttttthhhhhhhhe cccccccaaaaaap of sppppppppaaaaaaaarrrrrrrkkkkkkkk pppppppplllllllluuuuuuuug and screw

the sppark pllllllluuuuuuuuggggggg bbbbbbbbyyyyyy the pppppluuuuuuuggggggg wwwwwwwwrrrrrrrench. 

22.CCleann  thhe sppaark pplluugg all aarrooudd oor rreepplac

iif it is corrodded oorr tthheerree is toooo mmuucchh ddeepposiitt on 

33.RReegullaatte tthhee gaapp ooff tthe spparkk pplug

0.6-0.7mm.

4.The spark plug of the designated type sho

be used. The aaaapppppppppplliicccaaabbllllleee type of spark plug: NH

LD DDDDDDDD88888888TTTTTTTTCCCCCCCC made in China. 
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Check-up & Cleaning of Air 

Filter

Take out the air filter and check if it is 

contaminated.

Dismounting:

Remove the right side cover,take out the screw 

and disassemble the air filter. 

Cleaning:

Wash the filter in clean washing oil and wipe it 

dry with dry cloth. 

Soak it in clean machine oil,squeeze it dry and 

fit it back to position. 

Recommended oil:15W/40QE 

Caution:

The air filter element for use must be intact or 

the enine will suck in dust and dirt, resulting in a 

shorter service life of the engine. 

Water should be prevented from entering into 

the filter in washing the vehicle. 

The filter shall never be cleaned with gasoline or any 
other agent of a low ignition point. 
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heck-upppppppp &&&&&&& Cllllllleeeeeeeaaaannnnnnnning ooooooooffffffff Air 

lter

Takkee out the aiirr ffiillteerr aanndd cchheecckk iif iitt iiss 

tamiinaatteedd.

Dismouunting:

Remove the right side cover,take out the screw 

disassemble the air filter. 

Cleaning:

Wash the ffffffffiiiiiiiillllllllttttttter in clean washing oilllllll   aaaaaaaannnnnnnndddddddd  wwwwwwwwipe it 

with dry cccccccclooooooootttttttthhhhhhhh... 

Soak it iiiiinnnn cccccccclllleeeeeeaaaaannn  mmmmmmaaaaacccccchhhhhhhiiiiiinnnnnnneeeeeee oooooooiiiiiiiilllllll,sqqqqqqqquuuuuuueeze it dddddrrrrrrry and 

t back to poooooooosiiittttttttiiiiiiiiooooooon. 

Recommendddddddeeeeeeedddddddd oiiiiiiiillllllll::::11111115555555WWWWWWWW/400000000QQQQQQEEEEEEEE 

Caution:

Thee aaiirr ffiilter eellemmeennt forr uussee mmuusstt bbee iinntact oorr 

the ennnnnnnniiiiiiiineeeeeee wwwwill suckkkkk iiiiiiiin ddddddddust and ddddddddiiiiiiiirrrt,, rrrrresulting i

shorter seerrrrrrrvvvvvvvviice llllllliiiiiiiffffffffeeeee of ttttttthhhhhhheeee eeeeeeeennnnnnngggggggiiiiiiinne. 

WWaatter shouldddddddd bbbbbbeeee ppprrrevented from entering i

thhee ffiillter in wwaasshhiing tthhee vveehhiiccllee.. 

TThhee filter shall neveerr bbee cclleeanneedd wwiitthh ggaasoolinee or 
othheerr aaggeenntt of aa llow iiggnnitiioonn ppooiinntt. 
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Adjustment of Throttle Cable 

Make sure that the adjusting nut of the throttle 

cable and locking nut work normally. 

Check to see if the throttle twist grip is with the 

required free operating movement. 

The required free operating movement:2-6mm. 

If the grip can not be so moved freely.turn the 

adjusting nut to ensure it. 

After adjustment, start the engine and check for 

the free operating movenent again,Repeat the 

adjustment if necessary until it is as required. 

Adjustment of Carburetor

Caution:

The adjusting procedures of idling speed: 

1.Support the vehicle by a stand. 

2.Adjust the idling speed by the throttle stop 

screw(1) to 1500 150rpm.

Caution:

Do not try to cover up any trouble of other parts of 

the carburetor by adjusting the idling speed. In case 

of any abnormality with the carburetor,it has to 

removed by your dealer. 

Adjustment of idling speed shall be made only when 

the cold engine is warmed up or 10 minutes after the 

motorcycle is stopped from driving. 
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Adjustttttttmmmmmmmment of Throttle CCCCCCCCaaaaaaaable 

Make sssssuuurrrrrrreeeeeeee that the adjustiiiinnnnnnnngggggggg nnnnnuuuuuuutttttt of the ttttttthhrrrrrrrottle 

le and locccccccckkkiiiiiiinnnnnnnggggg nut work noooooooorrrrrrrmmaaaaaaaalllllllllllllllly. 

Check to sssssssee iiiiiiiffffffff the thrrooooooottleeeeeeee twist griiipppppppp iiiiiiiis wwwwwwwwiiith the 

uired free operaaaaaaaattttttiiiiiiiinnnnnnngggg mmmmmmmmoooooooovemmmmmmmeeeeennnnnnntttttttt. 

The requirreedd free operaatttttttiiiinnggg movement:2-6mm. 

Iff tthee ggrriipp ccaann noott be soo mmoovveedd ffreeellyy.turnn thhee

ustingg nnuut to ensure it. 

AAfter aaddjjusttmment, ssttart tthhee ennggiinnee aanndd chheecckk ffoorr 

free operating movenent again,Repeat the

ustment if necessary until it is as required. 

Adjustment of Carburetor

Caution:

The adjuuuuuuussssttttttttiiiiiiing proccceeeeeddddddduuuurreeeesssss ooooooofffffff iiiiiidddddddllllllliiiiiiiinnnnnnnngggggggg ssssssssppppppppeeeeeeeeeeed: 

1.Suppooooort tttttttthhhhhhhhe vehicle by a sssssssttttttttaaaaaaaannnnnnnnddddddd. 

2.Adjustttttttt thhhhhhhhee iiiiidddllliiing speedddddddd byyyyyyyy the throtttttttttttlllllllle stop 

ew(1) to 15000000000000000 1111111555550rpm.

ution:

not ttryy ttoo coverr upp aannyy troouubbllee ooff  oothheerr pparts ooff 

carbbuurreettor by adjusting tthhee iiddlliingg ssppeeeedd.. IInn ccase

anyy abbnnoorrmmalliity wwitth thhee carrbbuurreettoorr,it hhaass too 

removeeedddddddd bbbbbbbbyy your dealer. 

Adjussssssssttmmmmmmmment of idlingggg sppppppppeeeeeeeeeeddddddd ssssssshhhhhhhhaaaaaaallllllllllllllll bbbbbbbbeeeeeee mmmmmmmaaaaaddddddde only w

the ccccccccollllllldddddddd enngggiiiiiinnneeee is warmeddddd  uuuuuuuupppppppp or 10 miiiiiiinnnuuuuuuutes after 

motoooooooorccccyyyyyyycccccllllleeeeee iiiissss ssssstttttooooooopppeddddddd ffffffffrrrrrrrrommmmmmm dddddddriving. 
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Check-up & Adjustment of Air Valve Gap 
Noise will stem from too big gap of the air valve. However if there is too small gap or even no gap at all, 

closing of the valve will be hindered, which will cause burn of the valve and output drop. Therefore, the air valve 

gap must be checked periodically. 

The gap of the air valve should be inspected and adjusted with a cold engine by the following procedures: 

1.Remove the caps of the central hole and the top hole (the ignition timing observation hole)in the left 

crankcase cover. 

2.Remove the caps of the two air valves on the cylinder head. 

3.Insert the “T” key into the central hole of the crankcase cover, jam it against the nut of the flying wheel and 

then turm the flying wheel clockwise nutil the engraved “T” mark on the flying wheel alin\gns with the engraved 

line on the top of the crankcase cover.Swing the rocking arm slightly.A loose rocking arm(which indicates the 

existence of clearance) shows that the piston is in the upper stop position of the compressing t\stroke, where the 

valve can be adjusted. A tight rocking arm means thar the piston is in the lower stop position of the compressing 

stroke, In this case, continuously turn the “T” key clock wise for 360 degrees until the alignment of those engravd 

marks, where the valve can be adjustd,Afterwards, check the valve gap by inserting a feeler in between the valve 

adjusting screw and the end of the valve. 

The specified air valve gap :0.05mm for the intake and exhaust valves respecively. 

Brake Checking 
 (1) pull up the front and rear brakes respectively and check for wear of the brake shoes. If the mark “ ” on 

the brake drum cover aligns with that “ ” on the brake cam, it means that the brake shoes are already worn to the 

limit and have to be replaced. 

(2) Replacement should be carried out at a designated service center and it is recommended that the parts made 

by our company are used therein.
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heck-uuuuuuuupppppppp & Addjjjjjustttmmmmmmmmeeeeeennnnnnnntttttttt ooooooooffffffff AAAAAAAAiiiiiiiirrrrrrrr  Valve  Gap 

Noise wwwwwwwwiiiiilllllllllllllll  stem fffffrom too bbiiiiiigggggggg ggggggggaaaaaaap of the aiiiiiiir valve. Howeverrrrrrrr iffffffff thhhhhhherrreeeee iiiissss too small ggggggaaaaaaaapppppppp or even  nnnnnnno gap at 

sing of thhhhhhhheeeeee vvvvvvvalllllve wiiiilllllllllll bbbbbbbbe hiiiiiinnnnnnnddddddddeeeerrrrrrrreeeeeed, which wwwwwwwwilllllllllll cause burn of theeeeeeee vvvvvaaaaallllvvvvvveeeeee aaaannnnnnddddddd ooouttttttputttttt ddddddddrooooooopppppppp. Thereforrrrrrrreeeee, the air va

must be chhhhhhhheeeckkkkkkkkeeeeeeed perioddiiiiiiiicccallllllllyyyyyyyy. 

The gap of ttthhhhhhhheeeeeeee air vvvvvvvaaallllllvvvvvvve ssshhhhhhhhooooooouuuuuuuullllllldddddd bbbbbbbbe innsssssspppppppected and adjusted with a cooooollllllldddddddd enggggggiiiiiinnnnnnnneeeeeeee by ttttttthhheeeeee fffffffooooooollllllllllllllooooowinnnnnnggggggg procedures: 

1.Removee tthe caps ooooooooffffff tttttthhhhhheeeeee ccccccceeeeeentral hole and the top hole (thee iignition tttttttiiiiiiimmmmmmmiiiiinnnngggg ooooooobbbbbbbbssssssseeeervation hole)in the 

nkcasse ccoovverr.

2.RReemmove the caps of tthhee ttwwoo air vvaallvveess oon tthe cyyllinder hheeaadd. 

33..Inseerrtt tthhe “TT” keeyy intoo tthhe cceennttraall hholee ooff thee ccrrankcaase ccoovveer,,  jaamm it aaggainsstt tthhe nnuutt ooff tthhe ffllyyiinngg wwhheeel 

n turm thhe flying wheel clockwise nutil the engraved “T” markk on the flying wheel alin\gns with the engra

e on the top of the crankcase cover.Swing the rocking arm slightly.A loose rocking arm(which indicates 

stence of clearance) shows that the piston is in the upper stop position of the compressing t\stroke, where 

ve can be adjusteddddddd. AAAAAAAA tttttttiiiiiiiigggggggghhhhhhttt roooocccccckkkkkkkkiiiiiiinnnnnnnngggggggg aaaaaaaarrrrrrrm means thar  the piston is in theeeee lllllloooooooowwwwwwwweeeeeeeerrrrrr ssstttttooooopppppp ppppppppooooooosssssssiiiiiitttttttion of the compress

ke, In this caaaaaaassssssseeeeeeee, continuously turn the ““““““““TTTTTTTT”” key clock wise for 360000000 ddddddddeeeeeeeegrees until the alignmmmmmmeeeeeeeennnnnnnntttttttt of those engr

rks, where ttttttthhhhhhhhe valve can be adjjjjjjuuuuuuuusssssssstttttttdddddddd,,,,,,AAAAAAAAfffffffftttttttteeeeeeeerrrrrrrwwwwwwwaaaaaaarrrrrrrds, check the valvvvvvvvveeee ggap by inserting a feeeeeeeeeeeelllllllleeeeeeeerrrrrrrr iiiiiiinnnnnnn bbbbbbbbeeeeeeettttttttwwwwwwween the va

usting screeeeeeewwwwwww annnddddd tttttthhhheeee eeend of the vvvvvaaaaaaallllllllvvvvvvvve. 

The specccccccciffffffffiiiiiiiieeeeeeddddddd aaaaaaiiiirrrr vvvvvvaaaaaalllllvvvvvveee gappppppp ::00000000..000000005555555mm for thhhhhhhhe iiiiintake and exhauuuuuustttttttt vvvvvvvaaaaaalllllvvvveeesss rrrrreeeessssssppppppppeeeeeeeecccccccciiiiivvvveeeeellllllllyyyyyyyy. 

rake Chhhhhhhheeeeeeeecccccccckkkkkkkking 
 (1) pull up ttthhhhhhhheeeeeeee  fronnnnnnnnt aaaaaaand rrrreeeeaaaaaaarrrrrrrr bbbbbbbrakeessssssss rrrrrrrespectively and check for wwwwwwwwear oooooooofffffff tttttttthhhhhhhhe bbbbbbbbrrrrrraaaaaaakkkkkkkeeeeee sssssshhhhhhhhooes. IIIIIIIffffffff the mark “ ”

brake drum cover aligns wiiiiithhhhh thhhat “ ” on the brake cam, it meaanns that thhhe bbbbbbbbrrrrrrraaaaaakkkkkkeeeeee ssssshhhhhhoes are already worn to 

it andd hhaavve to be reppllaaceed. 

(2) RReeppllaacement shouldd bbee ccaarrrriieedd oouutt att aa dessiiggnnaatted seerrvviicce center and it iiss rreecoommmmeennddeedd tthhaatt tthhee ppaarrtts m

our compaany are used therein.
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Adjustment of Front Brake

(1) The front brake  has a free operating 

movement of 10-20mm as shown in the figure on the 

right side. 

(2) inspect the reseivoir capacity and refill if 

necessary in order to maintain proper level in the 

reservior.This should be the major project of your 

regular inspection 

(3) check the front brake lining for its worm 

depth.if its worn depth is up to the limited mark, 

replace the brake lining.if the lining doesn’t have 

limited mark but a concave slot as the figure,replace 

the lining while its worn depth up to the bottom of 

concave slot.replacement of a pair of linings shall be 

conducted sumultaneously despite only one of them  

is worn.
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Adjjjjjjjjuuuuuuussssssstttttttmmmmmmmmeeeennnnnnt of Frrrrrrrrooooooonnnnnnnnttttttt Brakkkkkkkkeeeeeee

(1) The fffffffrrrrrrrronnnnnntttttttt bbrakeee    hhhhhhhhas a ffrrrrrrrreeeeeeeeeeeeee oooooooopppppppperating 

vement of 10-200000000mmmmmmmmmmmmmmmm assssssss shown in ttttttthhhhhhhheeeeee fffffffiiiiiiigure on the

ht ssiide. 

(2) iinnspect the reseivvoiirr ccaappaciittyy  aanndd rreffill iff 

esssary iinn orddeerr to mmainttaaiin pprrooppeerr lleeveell iinn thhee 

ervior.This should be the major project of your 

ular inspection 

(3) check the front brake liningg for its worm

th.if its worn ddddddddeeeeeeeepppppppttttthhhhhhh is up to the lllllllliiiiiimmmmmmmmiiiiiittttttteeeeed mark, 

lace the brrrrrrrraaaaaaaakkkkkkkke lining.if the liningggggggg ddddddddooooooooeeeeeeeesssssssnnnnnnnn’’’tttttttt have 

ited markkkkkk  bbbbbbbuuuuuuuttttttt aaaaaaa cccccccoooooonnnncccccccave slot as tttttttthhhhhhhheeeeeeee ffffffffiiiiiiiigure,reeeeeeppppppplace 

lining whhhhhhhhillllllleeeeeeee iiiitttttsssss wwwwoooooorrrrrnnnnnnn ddddddddepthhhhhhh upppppppp ttttttto the botttttttttttttttommmmmmmm of 

cave slot.reeeeeepppppppplaacccccccceeeeeeement of aaaaaaaa pppaaaaaaaaiiiiiiiir of lininnnnngggggggssssss shhhhhhhhall be 

ducted sumultannnnnnnneeeeeeeeooooousllllllllyyyyy ddddddddesppppppppiiiittteeeeeee ooooooonnnlllllllly oonnnnnnnneeeeeee of them  

worn.
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Adjustment of Rear Brake 

The vehicle should be supported  by the main stand for check. 

(1) The rear brake pedal has a free operating movement of 20-30mm as shown 

in the figure on the right side. 

(2) To make adjustment, turn the rear brake adjusting nut clockwise to reduce 

snd counter  clock wise to increase the free operating movement of the brake 

pedal.

Adjustment of Chain 
1.When regulation is needed. Ioosen the rear axle nut  

2.Turn the chail adjusting nuts  

on the left and right sides to adjust the tension of the chain and to align the marking 

of the chain adjuster with the engraved lines in the similar position, on both sides. 

3.Tighten the lock nut and rear axke nut by a torque of 35-50Nm. 

4. Repetitively check the tension of the chain. 

5.When the rear wheel is changed in position and the chain adjusted, the free 

operating movement of the rear brake pedal will be affected, which, therefore, 

should be checked thereafter and also regulated if necessary 

18

djustmeeeeeeeennnnnnnntttttttt ooooooffff RRRRRRReeeeeeeaaaaaaaarrrrrrrr BBBBBBBBrrrrrrrraaaaaaaakkkkkkkkeeeeeeee 

The vehicle shhhhhhhoooooooouuuuuuuulddddddd bbbbbbbbeeeeeeee  suuuuuuuuppoooooooorteeeeeedddddddd   bbbbbbbbyy thheeeeeee mmmmmmain stand for check. 

(1) The reeaar brakkkkkkkee pppppeeeeeedddddddaaaaaallll  hhhhaaaaaassssss aaaaaaa ffffffffrrrrrrrreeeeeeeee operating movement of 20-30mm as sssssssshhhhhhhhooooooowwwwwwwn 

he ffiggurree oonn tthhee righhtt  sside. 

(2) TToo make adjustmeenntt,,  ttuurrnn the rreeaarr  bbrraakee adjuusstting nutt cclloockwise to rreeduucce 

countteerr  clock wise too iinncrreeaassee tthhee freeee ooperaattiing moveemmeent oof the brakkee 

al.

djustment of Chain 
.When regulation is needed. Ioosen the rear axle nut  

.Turn the chail addddjjjjjjjuuuuuuuussssssssttttttttiiiiiiiinnnnnnnngggggggg nnnnnnnuttttttsss  

the left anddddddd rrrrrrriiiiiiiight sides to adjjjjusttt ttttttthhhhhhhheeeeeee ttttttteeeeeennnnnnnnssssssssiiiiiiioooooooonn ooooooooffffff   the chain and to aaaaaaaalllllllliiiiiiiiggggggggn the marking 

he chain aaaaaaadjjjjjjjuuuuuuuustttttteeeeeerrrrrr wwwwwwiiittttttthhh the engravvvvveeeeeeeedddddddd llllllliines in tttttthhhheeeeeee similar positionnnnnnnn, oooooooonnnnnnnn bbbbbbboooooootttttthhh ssssssssides. 

.Tighten tttttttthhhhhhheeeeeeee lllllllloooooocccccckkkkkk nnnnnnuuuuuuttttt aaaaaannnnnndddddddd reaaaaaaarrrrrrrr axxxxxxxxkkkkkkkke nut by aaaaaaaa toooooooorque of 35-50Nmmmmmm. 

. Repetitiveeeeeeeelllllyy cccccccchhhhhhheck the teeeeeeeennnnnsioooooooon of the chhhhhhhhaaaaaaainnnnnn. 

.When the reaaaaaaarrrrrrrr  whhhhhhhheeeeeeeeeeeeeeeelll iiiiiiiis chhhhhhhanggggggggeeeeeeeedddddddd iiiiiin pppppppooooooossssssssiiiiiiition and the chain adjjjjjjuuuuuuussssssstedddddddd, ttttttthhhhhhhhe ffffffffreeee  

rating moveement ooffffffff thhhhhhhheeeeeeee rrrrreeeeeaaaarrrrrr bbbbbbbbrrrrrrraaaaaakkkkkkkkee pedal will be affected, which, tttttttthhhhhhhheeeeeeeerrrrrrreeeeeeeffffffffore,,,, 

uld bbee cchheecckked ttherreeaafftter anndd aallssoo rreegulaatteed iff necceessaryy 



19

[Greasing procedures to the driving chain] 

1.Shut off the engine. 

2.Add some machine oil or chain grease to the driving chain. 

Attention:

When the rear wheel axil has moved to the back adjusting limit, if excess loose be cause of wearing to the 

driving chain, please change with a new one. 

19

reasingggggggg pppppppprrrrrrooooooccceeeedddddddduuuuuuuurrrrrrrreeeeeeeesssssss ttttttttoooooooo tttttttthhhhhhhhe driviiiiiiiinnnnnnnggggggg chain] 

1.Shut off thhhhhhheeeeeee eeeengiiiiiiinnnnnnnne.....  

2.Add sommee machine oiiiilllll oooorrrr chhhhhhhhaiiiiiiin grease to the driving chain. 

Atteennttiioon:

Whheenn  tthhe rear wheel aaxxiill hhaass  mmoovvedd ttoo tthhee  bbaacckk adjustiinngg llimit, if excess lloooosee bbee ccaauussee ooff wweaarinngg to 

ving chainn, please change with a new one. 
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Vehicle Washing 

Cleaning the vehicle reularly can slow down the color fading of its body and make it easier to check if there is 

any damage and oil leakage with if. 

Caution:

Washing the motorcycle with over-pressurized water may cause damage to some of its components. Therefore, 

do not jet over-pressurized water directly on to the following parts: 

Wheel hub 

 Exhaust pipe 

Fuel tank and lower portion of cushion 

Carburetor

Head lock and ignition switch 

Meters

(1) After pre-wiping ,the vehicle should be washed with clean water to remove dirty residues so as to prevent 

corrosion. Plastic subassemblies should be cleaned by wiping with cloth or foam soaked in neutral detergent 

solution, followed by washing with clean water. 

(2) After the cleaned vehicle is air dried, grease the chain and run the engine at idling speed for a few minutes. 

(3) Prior to driving, carefully check the braking system repeatedly and repair or adjust it if necessary. 
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ehicle WWWWWWWWaaaaaaaasssssshhhhhiiiiiinnnnnngggggggg 

Cleaning thhhhhhheeeeeeee vvvvvvvvehhhhhhhhiiiiiiiiccccccccllllllleeeeeee rrrrrrrreulaaaaaaaarllyyyyyyyy   ccccccaaaaaaannnnnnnn sssllllllllowwwwwww ddddddddown the color fading of iitttttttssssss bbboddddddddyyyyyyyy aaaaaaandddddddd maaaaaaakkke iitttt  eeeeeeeaaaaaaassssssssiiiiiiiier tttttttoooooooo check if ther

damage anndd oil leaakkkkkkkkagggggggeeeeeee wwwwwwwiiiittttthhhhh iiiiiiffffffff. 

CCauutioon::

Waasshhiing the motorcyccllee wwiitthh  oveerr--pprreessssuurizzed wwaatter mayy  ccaauuse damage tto ssoommee  ooff iits ccoommppoonneentts. Thheerrefo

not jet oovveerr-pressurized wwaatteer ddiirreeccttllyy oon ttoo tthhe ffoollllowing parttss:: 

WWheel hub 

 Exhaust pipe 

Fuel tank and lower portion of cushion 

Carburetor

Head loooooooocccccccckkkkkkkk and ignition switch 

Mettttteeeeeeeerrrrrrrsssssss

(1) Afteeeeeerrrrrrrr pppppppprrrrrrrreeeeeee----wwwwwwiiiiippppppiiiinnnnnnngg ,the vehiccccclllllllleeeeeeee sssssssshhhhhhhhould beeeeeee wwwwwwwashed with cleaaaaaaaannnnnn  wwwwwwwwaaaaaatteeeeeeer tooooooo remove ddirrrrrrrttttttttyyyyyyyy rrrrrrreeeeeeeesssssssiiiiiiiiddddues sssssssoooooooo as to prev

rosion. Plllllllaaaasssssssttttttttiiiiiiiiccccc ssssssuuuubbbaaaaaasssssssssseeeeemmmmmmmmbbbbbbllllllliiiiiiiieeeeeessssssss shhhhhhhhooooooould be ccccclllllllleaaaaaaaned by wiping wwwwwwwwiiiiiiitttttttth cloth ooooorrr fffffffooooooaaaaaaaammmmmmmm soooooooaaaaaaaakkkkkkkked in nnnnnnnneeeeeeeeuuuuuuutral deterg

ution, followwwwwwwwedddddddd  by washingggggggg wiiiiiiiitttttttthhhhhhhh clean waaaaaaaattttttteeeer...  

(2) After theeeeee cccccccleaaaaannnnnnnneeeeeeeedddddddd vvvvvveeeeeeeehiccccccclllllllle is aaaaaaaaiiiiiirrrrrrrr ddddddddrrriiiiedddddddd, grease the chain and ruuunnnnnnnn  thhhhhhheeeeeee eeeeeeennngggggggineeeeeeee at iiiiiiiddddddddlingg ssssssppppppppeeeeeeeeeeeeeeeddddd fffffffoooooooorrrr a few minut

(3) Prior to driviiiinnnnngggggggg, caaaaaaaareeefullyyyyyy cccccccchhhhhhheeeeeecccccccckkkkkkkk the braking system repeatedly annnnnnndddddddd rrrrrrrreeeeeeeepaaaaaaaair or adjustt iiiiiiittttttt iiiiiiiiffffffff necessary. 
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Instructions for Storage 

For the motorcycle not to be used for a long 
period of time, for example,in wintertime,some steps 
should be taken to pervent malfunction of and damage 
to its components which might be caused by long 
storage, Besides, before the long storage, proper 
maintenance has to be carride out for fear that it might 
be forgotten when the vehicle is put bak into use after 
storage.

1.Change engine oil and oil filter. 
2. Drain off fuel from the fuel tank and carburetor, 

spray atomized anti-rust oil noto the inside wall of the 
tank and then close the tank. 

Attention:
If the storage will last for more than one month, 

feul in the carburetor must be fully dratined off,which 
is very important because it will help ensure that the 
Carburetor maintains its normal performance after the 
storage.

Warning: 
Gasoline is inflammable and may cause fire and 

even explosion under certain conditions. Therefore, do 
not smoke, make fire or have any fire left behind on 

draining off fuel. 

3.Take out the spark plug, pour about 15-20ml of  
clean engine oil into the cylinder, step down the kick 
lever repectitively for several, step down the kick lever 
repetitively for several times so as to have machine oil 
distributed all over the engine and finally fit the spark 
plug back on. 

Attention:
The ignition switch must be set to “ ”(off) 

plsition before stepping down the kick lever. To protect 
the ignition system from damage, the spark plug 
should be inserted in its cap and earthed. 

4.Wash the vehicle clean, wipe it dry and apply an 
even coat of wax to the painted surface and a coat of 
antirust oil the chrome-plated surface. 

5.Inflate the tyre as required and pad the vehicle 
up by wooden blocks with the two wheels clear of the 
ground.

6.Put the vehicle in a shady and cool place free 
from humidity and direct sunshine and cover it 
properlly (but not with plastic or other painted 
materials).If there is  garage, store it therein. 
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structiiiiiiioooooooonnnnnnnssssssss for Sttttooooooooraaaaaaaage 

For the motorcccccccyyyyyyyyccccccccllllllleeeeee not to be uuuuuuussssssseeeeeeeeddddddd for a long 
iod of timee,, ffor example,iiin wintertime,some steps 
uldd bbe ttaakkeenn ttoo ppervveennt maallffuunnccttiioonn off aannd ddaammaagge 
its ccoommponents which mmiigghhtt be ccaauusseedd byy lonngg 
rage, BBeessides, before tthhee lloonngg ssttoorraggee,,  pprrooppeerr 
intenance has to be carride out for fear that it might 
forgotten when the vehicle is put bak into use after 
rage.

1.Change engine oil and oil filter. 
2. Drain off fuel frooooommmmmmmm ttttthhhhheeeeee fffffuuuuuuueeeeeeellll tttttttaaaaaaaannnnnnnnkk and carburetor, 

ay atomized annnnttttttiiiiiii-rrrrrrruuuuuuuusstttt oil noto the iinsssssssiiiiiiiidddddddeeeeeeee wwall of the 
k and then cllllllloooooooossssssseeeee the tank. 

Attentionnnnnnnn:::::
If the stoooooooorrrrrrraaaaaaagggggggeeeeee wwwwwwwwiiiiillllllll llast for moreeeeeeee tttttttthhhhhhhhan one mmmmmmmonth, 

l in the caaaaaaaarbbbbbbbbuuuuuuuuretor mussstttttt bbbbbbbbeeeeee ffffffffuuuuuuuulllllllllllllllyyyyyyy ddddddddrrrratined ooffffffff,wwwwwwwhich 
ery importtttttttaaaaaannnnnnntttttttt   because it wwiiiiiiillllllllllll hhhhheeeeeeeellllllp ensure ttthhhhhhhhatttt  ttthe 
buretor maiiiiiiinnnnnnnntaiiiiiiiinnnnnnnsssssss its norrrrrrrmmmmmmmalllllll performaaaaaaaannnnnnnce aaaaaaaafter the 

rage.
Warning: 
Gasoline iss inflammable and may cause fire and 

n expplloossiioon undeer cceerrttaiin ccoonnddiittiioonnss.. TThheerreforee, ddoo 
smookkee,, make fire or haavvee aannyy firree lleefftt bbeehhiinnd onn 

draininnnnnnggggggg oooooooofffffffff fuel. 

3.Taakkee out ttttttthhhhhhhheee ssssssssppppppaaaaaarrrrrkkkk pppppllluuuuuuuugggggggg, pppppppour about 15-20ml o
cclean eennggiinnee oil innto thhee cyyliinnder, stteepp downn the k
leevveerr rrepectittiivellyy fforr sseevveerraall, sstteepp ddoowwnn thhee kkiicckk le
reeppeettiitively for severraall ttiimmeess soo aass too hhaavvee macchhiine
ddistriibbuutteedd aalll ovveerr thee eengiinnee aanndd ffinaallllyy ffiit tthhe sp
plug bback on. 

Attention:
The ignition switch must be set to “ ”(

plsition before stepping down the kick lever. To pro
the ignition ssssssssyyyyyyyysssssssstttttttteeeeeeemmmmmmmm fffffrrrroooooommmmmmmm dddddddaaaaaaaammmmmmmmage, the spark p
should beeeeeeee iiiiiiinnnnnnnnssssssserted in its cap and eeeeaaaaaaaarrrrrrrrttttttthhhhhhhed. 

4.WWWWWWWWaaaaaash the vehicle clean, wwwwwwwiiiiiiippppppppeeeeeeee iiiiiiitttttttt ddddddddrrry and apply
even ccccccccooooooooat of wwwaaaaaaaaxxxxxx ttooooo tttttthhhhhheeeeeee ppppppaaaaaaaiiiiiinnnnnnntttttttteeeeeeeedddddddd sssssssuuuuuuurfacccccccceeeeeeee  and a coa
antiruuuuuusttttttt oillll ttttthhhhhhhhe chhhrome-pppplaaaatttttttteeeeeeeedddddddd ssurface. 

5555555.IIIIIIIInnnnnnnffffffflllllaaaaatttteee tttthhhhheeee tttttttyyyyyyyyrrrrrrreee aaaaassssss reeeeeqqqqqqqquired anddd ppppaaaaaaad the veh
up by wwwoooooooooooden blockssssss wittttttthhhhhhhh the two wwwwwwwwhhhhhhhheeeeeeeeeeeeeeels clear of 
groundd.

6.Put tttttttthhhhhhhheeeeeee veeeeeeeehhhhiiiiiiiicle iiiiiinnnnnn aaaaaaa shhhhaddyyyyyyyy aaaaand cool place f
from hhuummidity aaaaaannnnnnnddddddd dddddddiiiiiirrrrrrreeeeeeecccccctttttt sunshine and cover
pproppeerrlllyy (butt nnot wwith ppllaastic oor ootheerr pain
mmaatteerials).Iff theerree iss  ggaarraagge, ssttooree iitt ttherreein. 
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Resumption of Servise after storage 

1.Remoe the covering and clean the vehicle. Change the lubricating oil if the vehicle has been off service for 
over 4 months. 

2.Drain off the remaining atomized antirust oil from the fuel tank, followed by filling it with fresh gasoline 
therein.

3.Prior to driving, all the required check-ups must be made. It is better to drive it at a low speed in a place of 
traffic safety to test its performance before normal drive. 

Table of Torque for Fasteners 

Ser. 
No. Fastener

Torque 
(N.m)

1 Front wheel axe nut  35-45 

2 Rear wheel axle nut  50-60 

3 Nut for tightening upper joining plate of front fork with vertical tube  40-50 

4 Nut for fixing engine  20-25 

5 Rear arm nut  35-50 

6 Exhaust silencer nut  20-25 

7 Bolt for tightening upper joining plate of front fork with shock  15-20 

8 Bolt for fixing footrest  20-25 
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8 BBooltt ffoorr fixxiinng ffooootrest  2200-2255 

4 Nut forrrrrrr fiixxxxxxxxing engine  222222220-25 

esumppppppppttiiiiiiiioooooooonnnnnn oooffffff SSSSSSSeeeeeeeerrrrrrrrvvvvvvviiiiiiiisssssssseeeeeee  aaaaaaaaffffffter sttttttttooorrage 

1.Remoe ttttttthhhhhhhee cccccccoooooooovvvvvvvering aaaaaaanddddddd  clean theeeeee vvvvvvvehhhhhhiiiiiiicccccccle. Change the lubricaaaaaaaatttttttingggggggg ooooooooil if thheeeeeeee veeeeeeeehhhhhhhhicle hass bbbbbbbbeeeennnnnnn off service 
r 4 months. 
2.Drain off the reeemmmmmmmmaaaaaaiiiiiiiinnnnnnnniiinnnnnnnggggggg aaaaaatttttooooooommmmmmmiiiiiiiizzzzzzzedddd antirust oil from the fuel tank, ffffolllllllllllllloooooooowwwwwwweeeeeeeddd byyyy filllllllliiiiiiinnnnnnngggggggg iiiiiiiitt with fresh gasol

rein.
3.Priioorr tto ddriivviing, aalll thee rreeqquuiirreedd chheecckk-upss mmuusst be madee.. IItt is bbetttter ttoo drivvee iit aatt aa  lloow ssppeeed iinn aa ppllace

ffic saaffeettyy to test its perffoorrmmaanncce beeffoorree nnoorrmmaal drivvee. 

Table of Torque foor Fasteners 

er. 
o. Fastener

Torque 
(N.m)

q

 FFFFFFFrrrrroooooooonnnnnnnt wheel axe nut  35-45 

2 RRRRRRRReeeeeeeeaaaaaaaarrrrrrr wwwwwwwwhhhhhhhheel axle nut  50-60 

3 NNNNNNNNuuuuuuutttttt ffffffoooooorrrr tttttttightening uppppppppppppppeeeeeeeerrrr jjjjjoininggggg  ppppppplate of front forkkkkkkkk wwwwwwwwiiiiiiittttttthhhhhhhh vvvvvvveeeeeeerrrtttiiiiiiiicccccalll tubbbbbbe  44444440-50 

5 RRRRRRRReaaaaaaaarr arm nut  35-50 

6 EEEEEEEExxxxxxxxhhhhhhhaust silencer nut  20-25 

7 Bolt for tighteningg upper joining plate of front forrkk  with shockkkkk  15-20 
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Resumption of Service 

1.Remove the covering and clean the vehicle. Change the lubricating oil if the vehicle has been off service for 
over 4 months. 

2.Charge the battery and remount it. 
3.Drain off the antirust solution from the fuel tank, followed by filling fuel therein to the required level. 
4.Prior to driving, test the vehicle at low speed in a safe place. 

Maintenance Routine Diagram 
The vehicle should be under good maintenance as specified in the following table, where: 

“I” means:Check, cleaning, adjustment, lubrication and /or replacement are needed. 
“C”means:Cleaning is needed. 
“R”means:Replacement is needed. 
“A”menas”Adjustment is needed. 
“L”means::Lubrication is needed. 
“ ”means:This item of maintenance should be carried out at a service centre. It may be also done by the user 

himself with reference to this manual provided he has special tools, spare parts and is capable of this job. 
“ ”means:This item can only be carried out by the serviceman at professional service center in order to 

ensure safety. 

Notes:1.Maintenance should be conducted more frequently when the motorcycod dreves in dusty areas. 
     2.When the read-out of the odometer exceeds the maximum figures specified in the table, maintenance should 
bestill cycled according to the intreval of mileage stated herein. 

Table of Maintenance
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esumppppppppttiiiiiiiioooooooonnnnnn oooffffff SSSSSSSeeeeeeeerrrrrrrrvvvvvvviiiiiiicccccccceeeee 

1.Remove tttttttthhhhhhhhe coooooooovvvvvvvveeeeeeeerrrrrinnnnnnnngggggggg annnnnnnnd cleaaaaaaaannnnnnnn tttttttthhhhhhhe vvvvvvvveeeeeeeehhhhicle. Change the lubricaaaaaaatttttttiiiiing oooooooiiiiiiiillllllll  if tthhhhhhhhe vvvvvvveeeeehicle hhhhhhhhaaaaaaaasssssss bbeeeeeeeeeeeeeennnnnnn off service
r 4 months. 

2.Charge tthhee battery anddddd remount it. 
33.DDraaiinn ooffff tthhee anttiirruust soolluuttiioonn ffrroom tthhee fueell taannkk, folloowedd bbyy ffiilllliinngg fuueell therreeiinn ttoo tthhee requuiirred lleeveell.. 
4.PPrriioor to driving, testt thhee vveehhicle aatt llooww sspeeed inn aa safe pllaaccee. 

Maintenance Routine Diagram 
e vehicle should be under good maintenance as specified in the following table, where: 

“I” means:Check, cleaning, adjustment, lubrication and /or replacement are needed. 
“C”means:Cleaning is needed. 
“R”means:Replacemmmmmmmmeeeeeeennnnnnntttt iiiisssss nnnnnnneeeeeeeeeeeeddddddddeeeeeeeddddddd. 
“A”menas”AAAddddddddjjjjjjjjuuuuuuuussssssssttttttttment is needed. 
“L”means:::::::::::LLLLLLLLuuuuuuubrication is needed. 
“ ”meaaaaaannnnnnnnssssssss:This item of mainnnnnnnttttttteeeeeeeennnnnnnnaaaaaaaannnnnnnccccccceeeeeee ssssssshhhhhhhhouuuuuuulllllllldddddd be carried out attttttt aaaaaaaa service centre. It maaaaaayyyyyyyy bbbbbbbeeeeeeee aaaaaaaalllllllsssssssooooooo ddddddddooooooone by the u

mself with rrrrreeeeeeeffffffffeeeeeerrrrrrreeeeeeennnnnncccccccceeeee tttttooooooo this manuallllllll pppppppprrrrrrrovided hhhhhhheeeeeee has special toolssssssss, ssssssssppppppppaaaaaarrrrrreeeeeee   ppppppaarrrrrrrtttttts andddddd iiiiiis caaaappppppppaaaaaaaabbbbbbbblllllllleeeeeeee of thisssssss jjjjjjoooooooob. 
“ ”mmmmmmmmeeeeeeeeaaaaaaaannnnnnnns:This iteeeeemmmmmmmm cccccccaaaaaaannnnnnnn oooonnnnnnnlllllllyyyyyyyy be carriiiiiiieeeeeddddddd out by the servvvvvicccccccceeeeeeeeman at professssssssssssssiiiiiiiioooooooonnnnnnnnaaaaaallll sssssssseervice ceeeeeeentttttter in order

ure safety. 

tes:1.Maintenaaannnnnnnccccccce shhhhhhhhoooooooouuuuuuullllllldddddddd beeeeeeee cccoooooooonnnnnnnndddddddduuuuuuuucccccccttttttted mmmmmmmmoore frequently when the mmmmmmmotoorrrrrrrccccccccyyyyyyyyccccccooooodddddddd drrrrrrreeeeeeeves iiiiiinnnnnnnn dddddddduuuuuustyyyyyyy aaaaaaaareas. 
  2.When the readddddddd-oooooooouuuutttttttt  oooooooof the oooooodddddddooooooommmmmmmmeeeetter exceeds the maximum figures sssssssppppppppeeeeeeeeciiiiiiiiffffffied in the tttttttaaaaaaaabbbbbbbblllllllleeee, maintenance sho
till cyycled acccordingg to the intreval of mileage stated herein. 

ablee ooff Maintenaannccee



24

Odometer km (Note2) Frequency 

Items of Maintenance 
Item /frequency 

1000km 4000km 8000km 12000km remak 

 Circurt of fuel system   I I   

 Fuel filter  C C C C  

 Throttle operating system    I   

 Choke of car buretor  I  I   

 Air filter element  NoteI  C C C 

 Soark olug    I   

 Air valve gap    I   

 Air valve gap    I   

 Engine lubricating oil R -yearly One replacement every 300km, 600km, 1000km, 2000km. 

 Lubriating oil screen R -yearly    C  

 Tension of chain  A A A A  

 Ldling speed of carbureor  I I I I  

 Driving chain  I.L I.L I.L I.L  

 Baliery Monthty I  I I  

 Wear of brake shoers  I I I I 

 Rear braking systems  I I I I 

 Brakint liquid hose R –4year I I I I 

Also for disc style 

 Cup of braking liquic  I I I I  

 Braking licud R –2year One replacement every two year  

 Front braking system  I I I I  

 Rear braking light swrtch  I I I I  

 Light changing of front illuminator I I I I I  

 Clutch  I I I I  

 Side stand  I  I I  

 Suspension  I  I I  

 Nuts ,bolts & osher fastene’s  I  I I  

 Bearing of steering handne  I   I  
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Odometer km (Note2e2e2e2e2e2e2) ) ) ) ) ) ) ) Frequency 

Itememememememems s s s ofofofofofof M M M M M M Maiaiaiaiaiaintntntntntenenenenanananancececececece 
ItItItItItItItItemememem /frequency 

1000km 400000000000000000k0k0k0k0k0k0k0km m m m m m m 80808080808080000000000000kmkmkmkmkmkmkmkm 1 1 1 1 1 1 1 12000km r r r r r r r remak 

 C C C C C C Cirirircurtrtrtrtrtrtrt o o o of fuel system             I I I I I I I I I         

 F F F F F F Fuel l l l fifififififififiltltltltltlter            C C C C C C C C C  

 Throttle opopopopopopererererererererating systststststststememememememem    I           

 Choke of car bubububurerererereretotototor  I  I I I I I I I   

 A Airir f filter element  NoteI  C C C 

 S Soarkrk olug      I I     

 A Air valve gap        I     

 A Air valve gap        I     

 Engine lubricating oil R -yearly One replplacement every 300km, 6 60000km, 10100000km, 20200000km. 

 Lubriating oil screen R -yearly    C  

 Tension of chain  A A A A  

 Ldling speed of carbureor  I I I I  

 Driving chain  I.L I.L I.L I.L  

 Balieryryryryryryryry M M M M M M M Mononononononononthty I  I I I I I I I I  

 Wear ofofofofofofof b b b b b b b brarararararararakekekekekekekeke shoers  I I I I I I I I I I I I I I I I I I I I I I I I 

 Reaeaeaeaeaeaear r r r r r r r brbrbrbrbrbrbrakakakakakakaking systems  I I I I I I I I I I I I I I I I I I I I I I I I I 

 B B B B B Brarararararararakint liquid hose R R R R R R R R – – – – – – – –4y4y4y4y4y4y4y4yeaeaeaeaeaeaear r I I I I I I I I I I I I I 

Also for disc 

 C C C C C C Cupupupupupupup o o o o o of brbrbrbrbrbrbrakakakakakakininininininining g g g g lilililiquququququququic              I I I I I I I I I I I  

 B B B B B B B Brarararararararaking licud R R R R R R R R –2year OnOnOnOnOnOne rererereplacement every two yeyeyeyeyeyeyeyearararararararar              

 F F F F F F F Frororontntntntntntnt b b b b b b braking system  I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I          

 Rear brbrbrbrbrbrbrakininininininining g g g g g g g light swrtch      I I I I  

 Light changininininining g g g g g g of frontntntntntntntnt i i i i i i i illllllllllllllllumumumuminininininininatatatatatatator I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I          

 Clutctctch h h h h h h h  I I I I I I I I I I I I I I I I I I I I I I I I I  

 S Side stand  I  I I I I I I I  

 S Suspepensnsion n  I I  I I  

 N Nututs ,bolts & o oshsher f fasastetene’s’s    I I  I I I I    

 B Bearing of steering handne  I I     I I    




